
ARSENIC
REMOVAL

Global Water Treatment Solutions 

F I L T R O N I C S  I N C .  

FILTRONICS ELECTROMEDIA® I REMOVES
ARSENIC TO BELOW DETECTION LIMITS (2
PPB) FOR HIGH INFLUENT ARSENIC
CONCENTRATION.

Arsenic is part of the earth’s crust and is a naturally occurring

element found in rocks, soil and water. It is both odorless and

tasteless. Natural concentrations of arsenic in soil typically

range from 0.1 to 40 mg/kg. Arsenic can be dangerous to

humans when released into drinking water supplies with

studies linking long-term arsenic exposure to cancer and

cardiovascular, pulmonary, immunological, neurological and

endocrine effects.

EPA regulation requires the level for arsenic in drinking water

sold by water providers in the United States must be below a

MCL of 10 ppb.

Filtronics designs a simple, proven and cost-effective arsenic

removal system to meet drinking water compliance standards

based upon influent quality, economics and space management.

Filtronics uses only ANSI/NSF Standard 60 and ANSI/NSF

Standard 61 compliant media.

AS A LEADER IN
FILTRATION
INNOVATION,
FILTRONICS
ENGINEERS CAN
DETERMINE
PRACTICAL AND
COST EFFECTIVE
SOLUTIONS TO
MEET YOUR
WATER QUALITY
NEEDS.



ELECTROMEDIA® I 

Electromedia® I is a unique filtration system integrating a special

vessel design and a permanent media. Electromedia® I is formulated

for the filtration of arsenic, iron, manganese and radium, as well as

other heavy metals without the use of green sand or potassium

permanganate. Electromedia® I is applied where high quality filtrate

for municipal drinking water is required.

Our Electromedia® treatment process of oxidation, coagulation and

filtration have been operating effectively at over 1300 installations

across North America, some with operating costs as low as one cent

per thousand gallons of water produced. Electromedia® I uses

precious water resources efficiently. Backwash to filtration ratios are

less than 2% and less than 0.1% when our unique Envirowash®

system is utilized. The backwash residuals to waste are non-

hazardous and have passed both TCLP and California’s stringent

WET test.
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AUTOMATION

Our standard controls package uses a

PLC and graphic display panel for

automatic, unattended operation.

Automatic filter controls include

automatic reset timers for filtration,

backwash, and purge. Backwash is

initiated by time or differential

pressure override. Controls are

housed in a NEMA 4 or NEMA

Flow range from 10 to 20,000 gpm

or more.

60 psi pressure tank ASME code,

stamped. (Higher pressures

available.)

Filter tanks are carbon steel, with

epoxy lining of all wetted surfaces.

Backwash flow controls, air

release valves, automatic filter

control valves.

Standard interior fittings: PVC,

and/or stainless steel.

Each tank fitted with 12” X16”

access hatches, 6” x 8” hand holes,

or manways depending on filter

size. 

STANDARD EQUIPMENT 


